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Estimating Tips 

04 05 00 Common Work 

Results for Masonry 

= The terms mortar and grout are often 
used interchangeably—and incorrectly. 
Mortar is used to bed masonry units, 
seal the entry of air and moisture, 
provide architectural appearance, and 
allow for size variations in the units. 
Grout is used primarily in reinforced 
masonry construction and to bond 
the masonry to the reinforcing steel. 
Common mortar types are M (2500 
psi), S (1800 psi), N (750 psi), and 0 
(350 psi), and they conform to ASTM 
270. Grout is either fine or coarse and 
conforms to ASTM C476, and in-place 
strengths generally exceed 2500 
psi. Mortar and grout are different 
components of masonry construction 
and are placed by entirely different 
methods. An estimator should be 
aware of their unique uses and costs. 

® Mortar is included in all assembled 
masonry tine items. The mortar 
cost, part of the assembled masonry 
material cost, includes all ingredients, 
all labor, and all equipment required. 
Please see reference number 
RO40513-10. 

= Waste, specifically the loss/droppings 
of mortar and the breakage of brick 
and block, is included in all unit cost 
lines that include mortar and masonry 
units in this division. A factor of 25% is 
added for mortar and 3% for brick and 
concrete masonry units. 


= Scaffolding or staging is not included 
in any of the Division 4 costs. Refer to 
Subdivision 0154 23 for scaffolding 
and staging costs. 


04 20 O00 Unit Masonry 

= The most common types of unit 
masonry are brick and concrete 
masonry. The major classifications of 
brick are building brick (ASTM C62), 
facing brick (ASTM C216), glazed brick, 
fire brick, and pavers. Many varieties 
of texture and appearance can exist 
within these classifications, and the 
estimator would be wise to check local 
custom and availability within the 
project area. For repair and remodeling 
jobs, matching the existing brick may 
be the most important criteria. 

= Brick and concrete block are priced by 
the piece and then converted into a 
price per square foot of wall. Openings 
less than two square feet are generally 
ignored by the estimator because any 
savings in units used are offset by the 
cutting and trimming required. 

"= [tis often difficult and expensive to 
find and purchase small lots of historic 
brick. Costs can vary widely. Many 
design issues affect costs, selection of 
mortar mix, and repairs or replacement 
of masonry materials. Cleaning 
techniques must be reflected in the 
estimate. 

= All masonry walls, whether interior 
or exterior, require bracing. The cost 
of bracing walls during construction 


should be included by the estimator, 
and this bracing must remain in place 
until permanent bracing is complete. 
Permanent bracing of masonry walls 
is accomplished by masonry itself, in 
the form of pilasters or abutting wall 
corners, or by anchoring the walls to 
the structural frame. Accessories in 
the form of anchors, anchor slots, and 
ties are used, but their supply and 
installation can be by different trades. 
For instance, anchor slots on spandrel. 
beams and columns are supplied and 
welded in place by the steel fabricator, 
but the ties from the slots into the 
masonry are installed by the bricklayer. 
Regardless of the installation method, 
the estimator must be certain that 
these accessories are accounted for in 
pricing. 


Reference Numbers 

Reference numbers are shown at the 
beginning of some major classifications. 
These numbers refer to related items 

in the Reference Section. The reference 
information may be an estimating 
procedure, an alternate pricing method, or 
technical information. 


Note: Not all subdivisions listed here 
necessarily appear. i 


Did you know? 


RSMeans data is available through our online 


application: 


= Search for costs by keyword 
= Leverage the most up-to-date data 


= Build and export estimates 


No part of this cost data may be reproduced, stored in a retrieval 
system, or transmitted in any form or by any means without prior 


written permission of Gordian, 


Try it free 


rsmeans.com/2019freetrial 
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Daily Labor- 2019 Bare Costs 


Total 
04 05 13.20 Lime od Grew Output Hours Unit | Materiol Labor __Equipment__Ttal Ind 08? 
0010 UME i aes tee : : 
0020 ‘Masons, hydroted, 50 Tb bag, lots oo Bog 10 1230 
0050 LTL lots ae ‘ Wk 12.30 13.55 
0200 Finish, dovble hydrated, $0 Ib. bag, T.L. lots : | 125 11.5 12.40 
0250 LL lots ¥ 12.40 12.40, 13.60 
04 05 13.93 Surface Bonding Masonry Mortaring 
0010 SURFACE BONDING MASONRY MORTARING 
0020 Gray or white colors, not ind. block work BAS 135 
04 05 13.30 Mortar ¥ a =A ihe 
0010 MORTAR 8040513-10 
0020 With masonry cement a 
0100 Type M, 1:1:6 mix 18th 1050 
0200 Type N, 1:3 mix : iA : 56 «1040 
0300 Type, 1:3 mix 725 8.95 
0400 Type PM, 1:1:6 mix, 2500 psi 8.21 9.95 
0500 TypeS, 1/2:124 mix ¥ 871, 10.55 
2000 With Portiand cement and lime 
2100 TypeM, 1:1/4:3 mix 1361345 
2200 Type, 1:1:6 mix, 750 psi oat (11.30 
2300 Type 0, 1:29 mix (Pointing Mortar) 109% = 3 
2400 Type Pl, 1:1/2:4 mix, 2500 pst 8.36 10.15 
2800 TypeS, 1:1/2:4 mix, 1800 psi 171) 1270 
2650 Pre-mixed, type S or N 6.35 6.95 
2700 ‘Mortar for glass block 1516 17.60 
2900 | __Mortor for fire brick, dry mix, 10 tb. pol 5 71.50 


0405 13.91 Masonry Restoration Mortaring 
0010 MASONRY RESTORATION MORTARING ; 
0020 Masonry restoration mix 


0050 White 

04 05 13.93 Mortar Pigments it foal es 

0010 MORTAR PIGMENTS, 50 lb. bogs (2 bogs per M ticks) RO40513-10_ : : 
020 Color mixture, range 2 to 10 Ib. per bog of cement, ight clos ‘ 565) 6.05 
050 Medium calors 7808.60 
0100 Dark colors 15.85. 17.40 


04 05 13.95 Sand 

0010 SAND, screened and washed at pit 
0020 For moray, per ton ‘ oS . 250 
0050 With 10 mile hol TO a! 
0100 With 30 mile haul ‘ eee: o 


0200 Screened and washed, at the pit 30 3 
0250 With 10 mile hou! 60 66 
0300 With 30 mile haut 88.50 97.50 


04 05 13.98 Mortar Admixtures 
0010 MORTAR ADMIXTURES 


00/0 GROUTING 
ool Bond beams & lintels, 8” deep, 6” thick, 0.15 CE/LF. 
0020 8" thick, 0.2 CE/LE. 
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Work Results for Masonry 


04 05 16.30 Grouting 


12" thick, 0.3 CE/LE. y (1040 

Concrete block cores, solid, 4” thk., by hand, 0.067 C.F./S.F. of wall O8 1100 ‘ . i 

0210 6" thick, pumped, 0.175 CE/S.F. DY 720 044 | av 2.04 7 3.12 4.29 
8” thick, pumped, 0.258 CE/S.F. | 


rages SSCL z . ST ace ea 4 SED 


0700 6" space, 0.500 CE/S.F | 00/040 y 2.6) 1.84 M6 461 5.85 
Doot frames, 3° x 7" opening, 2.5 CF. pet opening 60 | 533 Opng.| 13.05 24.50 210, 39.65) 53.50 
6" x7" opening, 3.5 CE per opening | ‘ : 219, 53.54 


04 05 19.05 Anchor Bolts 


log | 
12" long 1 | . 
0060 3/4" diameter, 8” long | 127.063 5.05 3.22 27! 10.45 
0070 | 12" long Ly | 125 | 064) 4 | 6.30 3.27 9.57 95 


04 05 19.16 Masonry Anchors 


Buck anchors, gaW., comugated, 16 go., 2” bend, 8” x 2” 
arya” 
Cavity wall, Z+ype, galvanized, 6” long, 1/8” diam. 
3/16" diameter 


axe 
3/16" diameter, 2" x 6” 
axe" 
fion anchors, plain, 8” long, 1" » 1/8” 


"650012 
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04 05 Common Work Results for Masonry 


Daily Labor- 2019 Bare Costs Total 
0405 19.26 Masonry Reinforcing Bars Grew Output Hours Unit Materiol Labor Equipment —_Tolal Incl O8P 
0200 Joint reinforcing, regular truss, to 6” wide, mill std galvanized 1Bric 30.267 CLE %6 13.60 39.50 49.50 
0250 12” wide 20.400 28.50 20.50 49 6250 


0400 Cavity truss with dip section, to 6” wide 30 | 267 
0450 


4 13.60 37.60 47 
61 


0050 PVC, for double wythe 8” minimum wall (Brick /CMU) 


0120 "7" shaped 219/295 
0160 Crossshaped for CMU units 264) 353 
ooo "MASONRY cavity a a a: : 

0020 Extruded aluminum, 4” deep, 23/8" x 81/8” : = 52.6064 
0050 5x 81/8" ! 71358) 
100 21 /A x 25" 10485 123 
0150 51x 161/2" 955% 
0175 sre" 111.05) 131 
0200 6" x 161/2" 118.05 138 
0250 13/4"x 61/2" 10950129 
0400 Forked enamel nish, odd 

0500 For cast aluminum, pointed, add 

1000 _Seilss ste! ventlatos, 6" x 6” 24435276 
1050 "x8" m2 305 
1100 ire” 309.75 345 
1150 l2"x6" 294 330 
1200 Foundation block vent, go, 1-1/4” hk, 8” high, 16” long, no damper y 30 27 16.30 13.60 290) 39 
1250 For damper, odd + 3.29 3.29| 362 


04 05 23.95 Wall Plugs 
(0010. WALL PLUGS (or ning to brickwork) 
0020. 25go,, galvanized, plain 

0050 ‘Wood filed 


04 21 Clay Unit Masonry 


04 21 13.13 Brick Veneer r Masonry _ 

OU10 BRICK VENEER MASONRY, Tl. lots, exc af, rut & renoring #4211020) 

0015 Motel costs ind, 3% bck and 25% motor waste ee 

0020 Stondard, select common, 4” x 2-2/3" x 8° (6.75/S.F) 1.504 Mm 640 1,250 1,890 2,600 


88 


0050 Red, 4” x 22/3" x 8", running bond } peeT) of BIS 80 1865-2575 
0100 Full heoder every 6th course (7.88/5.F.) 042110-50 1. 45 OW 586 615 1,300 1915 2,650 
0150 English, full header every 2nd course (10.13/5.E) 1.40 28.571 610 1,325 1,935 2,125 
0200 Flemish, alternate header every course (9.00/S.F) 1.40 (28.571 610 1,325 1,935 2,725 
0250 Flemish, alt. header every 6th course (7.13/S.F) 1.45 27.586 615 1,300 1,915 2,650 
0300 Full heoders throughout (13.50/S.F) ‘ : { as 610 ‘1,325 1935 2,125 
0350 Rowlock course (13.50/5.F) 610 «1,875 1,985 2,800 
0400 Rowlock stretcher (4.50/5.F) 620 (1,325 1,945 2105 
0450 ~ Soldier course (6.75/S.E) OS 1,825 1,940 2,725 
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04 21 Clay Unit Masonry 


Daily Labor- 2019 Bare Costs 


04 21 13.13 Brick Veneer Masonry Gew Output Hours Unit Material Labor Equipment Total Ind O8P 
0500 Soilor course (4.50/5.F.) 08 1.30 30.769 M 620 1,450 2,070 2,875 
0601 Buff or gray foce, running bond (6.75/S..) 1.50 26.667 615 1,250 1,865 2,575 
0700 Glazed face, 4” x 2-2/3" x 8”, running bond 1.40 28.571 2,000 1,325 3,325 4,250 
0750 Full header every 6th course (7.88/S.F) 1.35 29.630, 1,900 1,375 3,275 4,225 
1000. Jumbo, 6” x 4" x 12” (3.00/5.E) : ; 3400 4,325 
1051 Norman, 4” x 2-2/3" x 12” (4.50/5.F) 2,500 3,300. 
1100 Norwegian, 4” x 3-1/5"x 12" (3.75/S.F) He. 2,900.- 3775, 
1150 Economy, 4” x 4” x8” (4.50/5.F) Pol oo SED ‘ 2350 3,175, 
1201 Engineer, 4” x 3-1/5” x 8” (5.63/5.F) 1.45. 27.586 695 1,300 1,995 2,750 
1251 Roman, 4” x2” x 12” (6.00/5.F) 150 26.667 1,225 1,250 2,475 3,250 
1300) S.CR, 6x 2-2/3"x 12" (4.50/S.F) 1.40 28.571 1,400 1,325 275 3,600 
1350 Urilty, 4” x 4” x 12" (3.00/S.F) y (1.08 37.037 1,750 1,725 3,475 4,575 
1360 For less than truck load lots, add 15% 
1400 For battered walls, add : < 30% 
1450 For cotbels, add . 75% 
1500 For cured wolls, add A ‘ 30%, 
1550 For pits and trenches, deduct v 20% 
1999 Alternate method of figuring by square foot 
2000 Standard, sel. common, 4” x 2-2/3” x 8” (6.75/5.) 08 230 | 174 SE 4.32 8.15 12.47 17.20 
2020 Red, 4” x 2-2/3” x 8", running bond 220. .182 4.15 8.50 12.65 17.55 
2050 Full header every 6th couse (7.88/S.F) te 185 216 4.84 10.10 494 21 
2100 Engish, full header every 2nd course (10.13/S.F) 140.286 6.20 13.35 19.55 27.50 
2150 Flemish, otemate header every course (9.00/S.F) A 11S) 26h 5.50 Woes So 18 6 
2200 Flenish, at. header every 6th course (7.13/5.F) Pee ROS IIS EEL te Saat Oa 18531875 
2250 Full headers throughout (13.50/5.F) 105 | 381 8.25 17.80 26.05 36 
2300 Rowlock course (13.50/5.F) 100.400 8.25 18.70 26.95 37.50 
2350 Rowlock stretcher (4.50/S.F.) 310.129 2719 6.05 8.84 12.25 
2400 Soldier course (6.75/5.E) 200.200 4.15 9.35 13.50, 18.85 
2450 Sailor course (4.50/S.F) 290.138 ay 645 9.24 12.90 
2600 Buff or gay foce, running bond (6.75/5.F) 2 ee 850 1289 17.85 
2700 Glazed foce brick, running bond pO 1285 8.90 PS cee 
2750 Full header every 6th course (7.88/5.F) F170 Y 235. 15 a TAS EBS50 
3000 Jumbo, 6” x 4" x 12" running bond (3.00/5.F) 435 092 5.35 4.30 9.65 12.45 
3050 Normon, 4” x 2-2/3” x 12” running bond (4.5/5.F.) 320.125 6.60 5.85 12.45 16.20 
3100 Norwegian, 4” x 3-1/5” x 12” (3.75/S.F) 375.107 575 4.99 10.74 13.95 
3150 Economy, 4” x 4” x8” (4.50/S.F) 10.60 14.20 
3200. Engineer, 4” x 3-1/5” x 8" (5.63/S.E) Wu 15.30 
3250 Roman, 4” x2" x12" (6.00/SE) 1470 19.40 
3300 SICR,,6"x22/3"x 12” (4.50/SF) sa eas 
3350, Us, 4” 4" x 12" (8.00/5.8) eee RSE OIG 60 
3360 For less than truck load lots, add 
3370 For battered walls, odd 
3380 For cobels, odd 
3400 |For cavity wall constuction, add 
3450 For stocked bond, add 
3500 ‘For interior veneer construction, add 
3510 For pts ond trenches, deduct { 
3550 For curved walls, add “4 
100 
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04 21 Clay Unit Masonry 


= 


Labor 


2019 Bare Costs Total 
04 21 13.30 Oversized Brick Crew Output Hours Unit Material ——Lobor Equipment _—_—_‘Total Incl O&P 
0145 Curtainwall ‘reinforced veneer, 6” x 4” x 16” 08 387 103 SE 16.95 4.84 21.79 %6 
0150 rx 4"x 16" 327 122 20 5.10 25.70 31.50 
0152 10" x 4"x 16" 327 122 28 5.70 33.70 40 
0155 6x "x 16" ©) 440° 091 20.50 495 us 
160 8x 8"x 16" ~» 400-100 “850 4.68 33.18 38.50 
0200 For 1 to 3 slots in face, add 15% 
0210 For 4 to 7 slots in foce, add 5% 
0220 For bond beams, add 20% 
0230 For bullnose shapes, odd 20% 
0240 For open end knockout, add 10% 
0250 For white or gray color group, add 10% 
0260 For 135 degree comer, add ¥ 250% 
04 21 13.35 Common Building Brick p “ 
0010 COMMON BUILDING BRICK, (62, T.L lots, material only R042110-20 
0020 Stondord m 565 565 625 
0050 Select . 530 530. 585 
04 21 13.40 Structural Brick ‘aie oe 
0010 STRUCTURAL BRICK (652, Grode SW, ind. mortar, scaffolding not ind. ( ; 
0100 Stondard unit, 45/8" x 2-3/4" x9-5/8" DB 245.168 SE 4 Ce : 25 16.70 
0120 Bond beam WS 176: 830 12.66 7.50 
0140 V cat bond beam na. 436 8.30 12.66 17.50 
0160 Stretcher quoin, 5-5/8" x 23/4" x 9-5/8" 245 7.80 7.65 15.45 20.50 
0180 Corner quoin 245 8.05, 7.65 15.70 20.50 
0200 Comer, 45 degree, 4-5/8” x 2-3/4" x 10-7/16" vy 235 | 170 8 795 15.95 a 


04 21 13.45 Face Brick 


0010 FACE BRICK Moterial Only, (216, T.L lots R042110-20 

0300 —Stondard modular, 4” x 2-2/3” x 8” ay 

0450 Economy, 4" x4" x 8” : 5 
0510 Economy, 4” x 4" x12” Koi 
0550 Jumbo, 6” x4” x 12" 1,625 
0610 Jumbo, 8” x 4” x 12” 1,625 
0650 Norwegian, 4" x 3-1/5” x12” 1,400 
0710 Norwegian, 6” x 3-1/5” x12” 1,725 
0850 Stondord glazed, plain colors, 4” x 2:2/3"x 8” 1750 
1000 Deep trim shodes, 4” x 2-2/3" x 8” 

1080 Jumbo utility, 4” x 4x 12" 

1120 4" xB"x8" ; 

1140 ay 8" x 16! 5,950 
1260 Engineer, 4” x 3- 580 
1350 King, 4” x 23/4” x10" 555 
1770 Standord modular, double glazed, 4” x 22/3" x 8” 1,750 
1850 Jumbo, colored glazed ceramic, 6” x 4” x12” EC GOI5 
2050 Jumbo utility, glazed, 4” x 4"x 12”  §Aas 
2100 4 x8r xe” 6400 
2150 ANY 16 x8" 7,850 
2170 For less thon truck load lots, add 15 
2180 For buff or gray brick, odd ¥ 16 
102 
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04 


Daily Labor. 2019 Bare Costs Total 
04 21 29.10 Terra Cotta Masonry Components Crew Output Hours Unit Material Labor Equipment ——_Total Incl O8P 
1050 {in floors D8 750 053. SE 5.65 2.50 B15 10.05 
1200 6" thick, in walls 450 089 9.40 4.16 13.56 16.70 
1250 In floors 675.059 9.40 211 12.17 14.60 
1400 8" thick, in walls 400.100 175 4.68 16.43} 20 
1450 In floors 575.070 75 3.26 15.01 17.85 
1600 10” thick, in wolls, special order 350 114 27.50 5.35 32.85 8 
1650 ‘In floors, special order $00 .080 27.50 314 31.24 35.50 
1800 12” thick, in walls, special order 300.133 26.50 625 3275 38.50 
1850 {n floors, special order ~ 450.089 26.50 416 30.66 35.50 
2000 For reinforcing with stee! rods, add to above 15% 5 
2100 For smooth tile instead of scored, add 2.90 2.90 3.19 
2200 For LCL. quontities, add ¥ 10% 10% 
04 21 29.20 Terra Cotta Tile 
0010 TERRA COTTA TILE, on walls, dry set, 1/2” thick 
0100 ‘Square, hexagonal or lattice shapes, unglazed iif 135.059 SE 484 2.84 7.68 9.50 
0300 Glazed, plain colors 130.062 7.40 2.94 10.34 12.50 
0400 Intense colors yO ye 870 3.06 176 14.05 


asonry 


04 99 10.11 Autoclave Aerated Concrete Block 
0010 AUTOCLAVE AERATED CONCRETE BLOCK, excl. scaffolding, grout & reinforcing 


0050 Solid, 4” x 8” x 24”, incl, mortar G] DB 600 067 SE 1.61 312 4.73 6.55 
0060 6x8" x24" G| 600.067 2.38 3.12 5.50 7.40 
0070 Bx 8" x24” Gi 575.070 3.19 3.26 6.45 8.50 
0080 10" x 8"x 24” Gi 575.070 3.88 3.26 114 9.25 
0090 12"x8"x 24" Gy 550 073 4.79 3.40 8.19 10.45 
04 22 10.12 Chimney Block 

0010 CHIMNEY BLOCK, excludes scaffolding, grout and reinforcing 

0220 ¥ piece, with 8” x 8” fue, 16” x 16” OSA LE 19.90 26 45.90 A 
0230 2 piece, 16” x 16" 26 615 21 28 4 66 
0240 2 piece, with 8° x 12" flue, 16" x 20" ~ M68 y 33.50 30.50. 64 $3.50 
04 22 10.14 Concrete Block, Back-Up 

0010 CONCRETE BLOCK, BACK-UP, (90, 2000 psi RO42710-20 

0020 Normal weight, 8” x 16” units, tooled joint 1 side 

0050 Notreinforced, 2000 psi, 2” thick DB 475 084 SE 1.62 3.94 5.56 7.80 
0200 4 thick 460.087 192 4.07 5.99 8.30 
0300 6” thick 440.091 257 4.25 6.82 9.35 
0350 8” thick 400.100 2.69 4.68 7.37 10.10 
0400 10” thick y | 330 121 3.21 5.05 8.86 12.20 
0450 12" thick 09 310 155 4.30 7.10 1.40 15.55 
1000 Reinforced, altemate courses, 4” thick D8 450.089 210 416 6.26 8.65 
1100 6" thick 430.093 216 4.35 mW 9.70 
1150 8 thick 395.101 2.89 474 7.63 10.45 
1200 10" thick #8200195 3.39, 5.85 9.24 12.65 
1250 12" thick D9 300 160g 4.49 7.30 W79 16.10 
104 
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04 22 Concrete Unit Masonry 


2019 Bore Casts Total 
04 22 10.16 Concrete Block, Bond Beam Crew Output Hours Unit Material Lchor Equipment Total Indl O&P 
0010 CONCRETE BLOCK, BOND BEAM, (90, 2000 psi 
0020 Not including grout or reinforcing 
0125 Regular block, 6” thick O8 584 068 LE 278 3.20 5.98 795 
0130 8” high, 8” thick Pcie 10S LY 2.90 3.31 6.21 8.25 
0150 12" thick D9 510.094 4.07 4.30 837 11.05 
0525, Lightweight, 6” thick D8 592.068 3.03 3.16 619 815 
0530 8” high, 8” thick 1 eS75) 1070, 3.56 3.26 6.82 8.90 
0550 12" thick D9 520 0922 oy 4.80 422 9.02 175 
2000 nduding grout ond 2 #5 bors 
2100 Regular block, 8” high, 8” thick O8 300 133 LR $.20 6.25 1145 75.30 
2150 12" thick, D9 250.192 7.05 8.80 15.85 a 
2500 Lightweight, 8” high, 8” thick 08 305 13) 5.90 6.15 12.05 15.85 
2550 12" thick D9 | 255 188g 7.80 8.60 16.40 22 
04 22 10.18 Concrete Block, Column _ 
0010 CONCRETE BLOCK, COLUMN or pilaster 
0050 Induding vertical enforcing (4-#4 bors) and grout 
0160 1 piece unit, 16” x 16” Dl 26 1S VLE 15.95 28 43.95 60.50 
0170 2 piece units, 16” x 20" UW 667 21.50 30.50 $2 70 
0180 20" x 20" 2 | 10 28.50 33.50 62 82.50 
0190 22" x24" 18.889 43.50 40.50 84 no 
0200 20" x 32" vy | ily 50 52.50 102.50 135 
04 22 10.19 Concrete Block, Insulation Inserts 
0010 CONCRETE BLOCK, INSULATION INSERTS 
0100 ‘Styrofoam, plont installed, add to block prices 
0200 8" x16" units, 6” thick SE 1.22 1.22 1.34 
0250 8” thick 1.37 137 15] 
0300 10” thick 1.42 142 1.56 
0350 12" thick 1.58 1.58 174 
0500 8" x8" units, 8” thick 1.21 121 1,33 
0550 12" thick x 1.44 144 1.58 
04 22 10.23 Concrete Block, Decorative 
0010 CONCRETE BLOCK, DECORATIVE, (90, 2000 psi 
0020 Embossed, simulated brick face 
0100 8” x 16" units, 4” thick D8 400 100 SE 292 4.68 7.60 10.35 
0200 8" thick 340.118 3.17 5.50 8.47 11.90 
0250 12" thick ~ | 300 | 133 5.30 6.25 11.55 15.35 
0400 Embossed both sides 
0500 8" thick D8 300 133) SF 4.60 6.25 10.85 14.60 
0550 12" thick ce Mo ee 5.85 6.80 12.65 16.85 
1000 = Flted high strength 
1100 8" x16" x4” thick, flutes 1 side, D8 345 (116 SE 41) 5.40 9.51 12.85 
1150 Flutes 2 sides 335119 4.87 5.60 10.47 13.90 
1200 8" thick » 300 133 5.55 6.25 11.80 15.65 
1250 For special colors, add y 67 67 W3 
1400 Deep grooved, smooth face 
1450 8" x 16" x 4" thick D8 345 (116 SE 2.70 5.40 8.10 11.25 
1500 8" thick " | 300 | 133) * 4.20 6.25 10.45 14.15 
2000 —_Formblock, incl. inserts & reinforcing | 
2100 8" x 16" x 8" thick D8 345 116 SE 3.68 5.40 9.08 12.35 
2150 12" thick “HO yt 4.89 6.05 10.94 14.60 
2500 Ground face 

105 
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Daily Labor 1019 Bare Coss 

04 22 10.34 Concrete Block, Partitions Crew Output Hours Unit Material _—Lobor Equipment’ —_—Totol Ind 08? 
7950 6" thick DB 390 103 SE 322 4.80 8.02| 10.90 
3000 8" thick 365.110 174 SS 889 11.95 
3050 10" thick ~ 350 14 420535 955 (1275 
3100 V2 thick Dy 48 15 y 421 6.65 10.86 = 14.80 
4000. Regulorblck, tooled joints, 2 ides, hollow 

4100 Not reinforced, 8” x 16” x4” thick D8 430 SE 182 435 6.17 865 
4150 6" thick 400 2.48 4.68 7.16 985 
4200 8" thick 375 2594.99 758) 1045 
4250 10" thick 360 3.1 5.20 8311135 
4300 12 thick D9 340 421 6:45 Jose 1450 
4500 Reinforced oternate courses, 8" x 16” x4” tick 8 425 201 4.40 641 890 
4550 6 thick Peay i DETTE AM 7-10.20 
“4600 8" hick Ver 970 280 5.05 785 10.80 
4650 10" thick y | 355 4.25 5.25 9.50| 1275 
4700 12" tick D9 335 4396.55 10.94 1485 
4900 Solid, not reinforced, 2” thick D8 435 1.56 4.30 5.86 8.25 
5000 3” thick 430 150, 4.35 585| 830 
5050 A thick 4s 208 451 659 920 
5100 6 tick 385 2804.86 7.66 1050 
5150 8 thick ~ 360 3745.20 894 1205 
5200 12" thick D9 325 545815 1220 1630 
5500 Sold reinforced cltemate courses, 4” thick DB 420 2254.46 6/1 930 
5550 6" thick 380 2.97 4.93 7.90 10.75 
5600 8 thick y | 355 3.90 5.25 915) 1235 
5650 12" thick D9 320 ‘ 4566.85 Tal} 1545 
04 22 10.38 Concrete Brick . 

OU10 CONCRETE BRICK, (55, grade N, type | i 

700 Regular, 4" x 2-1/4" x8" D8 660 061 fa. 5S) 2.84 335 (489 
0125 Rustcated, 4” x 24/4" x8” 660.061 ST 284 341 496 
0150 Frog, 4" x 2-1/4" 8” 680.061 55 2.84 3394.94 
0200 8 y 1535 075] $ 893.50 439, 635 
04 22 10.42 Concrete Block, Screen Block 

010 CONCRETE BLOCK, SCREEN BLOCK i ‘ 

0200 Bx 16", thick D8 33012) SE 930 5.85 14951885 
0300 8" thick Ca ae | 10.10 6.95 7051.50 
0350 V2" 12", 4" thick | 0 3388 6856.45 1330 17.40 
0500 8" thick y 250 160, 7.15 7.50 14.65 19.35 
04 22 10.44 Glazed Concrete Block 

“0010. GLAZED CONCRETE BLOCK (744 noe 

100 Single foe, 8” x 16” units, 2” thick 08 SR Tish ce 50 1675-2050 
0200 4" thick ' 1 185 5.40 7251.80 
0250 6" thik | W215) 585 780 2 
0300 8" thick 13.70 6.05 1975 24.50 
0350 10" thick a 15.90 6.35 2225 a 
0400 12" thick D9 v7 7.85 2485) 30.50 
0700 | Double face, 8”x 16” units, 4” thick 08 16 5.50 2150, % 
0750 6 thick 2050 5.85 2635 31.50 
0800 8" thick ¥ n 6.25 825 3350 
1000 Jabs, bulnose or square, single fce, 8” x 16", 2" tick es) 5.95 295 31 
1950 4° tick : 2 6.55 mss) 8 
1200 | Cops, bulnose or square, 8” » 16", 2” thick 095 LE 19.15 4.46 261, 28 
1250 4 thick 300105” 21.50 4.93 243) 31.50 
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0060 
0080 
0700 
0120 
0140 
0160 
0180 
0200 


04 24 Adobe Unit Masonry 
ix ; 


04 24 16.06 Adobe Brick 
0010 ADOBE BRICK, Ser-sabilized, with cement mortar 


Brick, 10” x 4" x 14", 2.6/5.6 
V2 x4" 16", 23/56 
V0" x 4" 16", 2.3/5.6 


a] (3) (2) (2) &) 2) (2 (2) 


Daily 


Lobor- 


Crew Outpu!_ Hours 


D8 


on 
069 
068 
07 
074 
074 
077 
O77 


Unit Material 


SE 475 
6.95 
4.50 
496 
485 
4.38 
5.60 
ip 436 


2019 Bare Costs 
Lobor Equipment —_Total 
3.34 8.09 
3.23 10.18 
3.17 9.67 
3.34 6.30 
3.47 8.32 
3.47 7.85 
3.60 9.20 
3.60 7.9% 


Total 
Incl O&P 


10.30 
12.60 
12 

10.55 
10.65 
10.10 
11.70 
10.30 


0020 
0100 
0200 
0300 


04 5 20.10 Brick and Epoxy Mortar Panels 
0010 BRICK AND EPOXY MORTAR PANELS 


Prefabricated brick & epoxy mortr, 4” thick, minimum 
Maximum 

For 2” concrete back-up, add 

For 1” urethane & 3” concrete back-up, add 


715 


093 
144 


5.15 
8 


2.61 16.31 
4.04 22.09 


04 27 10.20 cavity Walls 
0010 CAVITY WALLS, brick ond CMU, includes joint reinforcing ond tes 
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0200 4" face brick, 4” block DS 165 242) SE 6.15 11.35 17.50 24 
0400 6" block 145.276 6.65 12.90 19.55 7 
0600 8" block y 1B 3 y 665 14.95 2.603050 
04 27 10.30 Brick Walls 
010 BRICK WALLS, incuding mortr, excludes scaffolding werti0-20 
0020 Estimating by number of brick 
0140 Face brick, 4” thick wall, 6.75 brick /S.E D8 145 27586 M 605 1,300 1,905 2,650 
0150 Common brick, 4” thick wall, 6.75 brick/S.E 1.60 25 665 Vis 1,840 2,500 
0204 BM thick, 13.50 brick/S.F 1.80 22.222 680 1,050 1,730 2,350 
0250 12" thick, 20.25 brick/S.F. 1.90 21.053 685 985 (610 2,250 
0304 16” thick, 27.00 brick/S.F. 2 20 695 935 1,630 2175 
0500 Reinforced, face brick, 4” thick wall, 6.75 brick/S.F 1.40 28.571 630 1,325 1,955 2,750 
0520 Common brick, 4” thick wall, 6.75 brick/S.F. 1.55. 25.806 690 1,200 1,890 2,600 
0550 BY thick, 13.50 brick/S.F. 175 22.857 105 1,075 1,780 2,400 
0000 12" thick, 20.25 brick/S.F. 1.85 21.622 70 1,000 10 2,325, 
0650 16" thick, 27.00 brick/S.F. #195 20513) y 720 960 1,680 2,275 
(0790 | Alermate method of figutng by square foot 
0800 Face brick, 4” thick wall, 6.75 brick/S.F 08 215 186 SF 4.07 8.70 1277 17.80 
0850 Common brick, 4” thick wall, 6.75 brick/S.F. 240.167 4.48 7.80 12.28 16.85 
0900 8 thick, 13.50 brick/S.F 135.296 9.20 13.85 23.05 31 
1000 12" thick, 20.25 bick/S.E 9% A21 13.85 19.70 33.55 45.50 
1050 16" thick, 27.00 brick/S.E TS 533 18.70 vn} 43.70 58.50 
1200 Reinforced, face brick, 4” thick wall, 6.75 brik /S.F. 210.190 424 8.90 13.14 18.25 
1220 Common brick, 4” thick wall, 6.75 brick/S.F. 25 170 4.65 19 12.60 17.25 
1250 8" thick, 13.50 brick/S.F 130.308 9.55 14.40 23.95 32.50 
1260 8" thick, 2.25 brick /S.F 130.308 WwW 14.40 16.11 24 
W 


04 97 fc cai Unit Masonry 


Daily Labor- 2019 Bare Costs Toial 
04 27 10.30 Brick Walls Gew_ Output Hours Unit Naterial Labor Equipment ——_Total Ind O&P 
1300 12” thick, 20.25 brick/S.F DB 90 444 SE 14.35 a 95.35 48 
1350 16” thick, 27.00 brick /S.F 70571 19.40 26.50 45.90 62.50 
04 27 10.40 Steps 
0010 STEPS 
0012 Entry steps, select common brick Ol 30 53.333 530 2,450 2,980 4,300 


04 41 Dry-Placed Stone 
4110 - Dry Placed Stone 
04 41 10.10 Rough Stone Wall 

0011 ROUGH STONE WALL, Dry 


0012 Dry laid (no mortar), under 18" thick ic] DF 60 267 CE 13.90 12.20 26.10 34 
0100 Random fieldstone, under 18” thick iG] 2 60 533 13.90 2450 38.40 8 
0150 Over 18” thick Gh yt 682, 508 16.65 23.50 40.15 54.50 
0500 Field stone veneer iG] 08 6120 333° SE 12.65 15.60 28.25 38 
0510 Volley stone veneer G| 120.333 12.65 15.60 28.25 38 
0520 River stone veneer G| 120.333 12.65 15.60 28.25 8 
0600 Rubble stone walls, in mortor bed, up to 18” thick iG} ON 75) 320 CF 16/5 15.40 32.15 2 


04 43 Stone Masonry 


04 43 10.05 Ashlar Veneer 
001] ASHLAR VENEER +/-4” thk, rondom or random rectangular 


0150 Sawn face, split joints, low priced stone 08 140 286 SE 12.05 13.35 25.40 4 
0200 Medium priced stone 130.308 15.15 14.40 2955 38.50 
0300 High priced stone 120 333 17.95 15.60 355d 
0600 Seam face, split joints, medium price stone 125.320 1875 14.95 33.70) 43.50 
0700 High rice stone 120.333 18.35 15.60 33.95| 44 
1000 Split orrock face, spt joints, medium price stone 125 320 4014.95 6.35} 35.50 
1100 High price stone 120.333 17.60 15.60 33.20) 4350 


04 43 10.10 Bluestone 
0010 BLUESTONE, cut to size 


0500 Sis, ato df, 10” wide o 6” kg, 11/2" thick DN 70 343 LE 1350 1650 0 0 
0550 2 hick 1 43 a 1480 1835 B15 450 
1000 Suir teas, natal dt, 12" wie, 6” kong, 1-1/2" hick Ho 115.278 1265405 3B 
1050 2" thick 105.305 13.70 15.40 3.54 92.64 42.50 
100 Smooth ish, 1-1/2" thick 115.278 1275-1405 323003) 89 
1150 2 hick 105.305 14451540354 339, 43.50 
1300 Thermal finish, 1-1/2" thick 115 .278 13 14.05 3.23 30.28 39.50 
1350 2 hick yao asG ae eR ca wash) Ga 


04 43 10.45 Granite 
0010 GRANITE, cut to size 
0050 Veneer, polished face, 3/4” to 1-1/2" thick 


0150 Low price, gray, ight gray, etc. DIO. 130 246 SE 29 12.45 286 44.31 53.50 
0180 Medium price, pink, brown, ete. 130.246 30 1245 286 45.31 55 
0220 High price, red, black, etc. 130.246 42.50 12.45 2.86 $7.81 69 
0300 11/2" to 2-1/2" thick, veneer 

0350 Low price, gray, light gray, etc. DIO 130 246 SE 29 12.45 2.86 44.3) 54 
0500 Medium price, pink, brown, etc. 130.246 34 12.45 2.86 49.31 9 
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